
GUARANTEE
CostaLab guarantees the absence of structural defects in their products and the 
equipment with their brand, the absence of structural defects. This  because before 
being placed on the market, the products are regularly tested to iden�fy any 
anomalies. The warranty covers the normal use of the products and is understood as 
follows:

  

The respect of these obliga�ons ended our guarantee. We are exempt from any liability 
for any damage direct or indirect, and any other �tle with no exclusions or excep�ons.

The warranty period is two years from the sale date.
The warranty covers product defects not a�ributable to incorrect or improper use 
of the equipment.
The warranty is not valid for defects caused by a different use or incompa�ble 
power devices than those indicated in the instruc�on.

The CostaLab products are handmade with high engineering standards. Possible, 
but not desirable, defects due to construc�on errors, will be repaired free of 
charge.
Only the cost to delivery products to and from our workshop for repair are to be 
understood by the customer.
Are excluded from the warranty: rubber parts, knobs, and parts that wear out 
with normal use.
The warranty is void automa�cally if the customer, without our wri�en 
permission, tamper with equipment in an a�empt to repair or to make changes 
or modifica�ons to the original product.

www.costalab.com



THE GOOD DEVIL PEDAL
Don't be fooled by the hellish livery of the CostaLab Good Devil. Today, it is the most 
versa�le, fun and exploitable overdrive pedal in our catalog.
With single coil pickups, you can switch from a clean and warm boost to an organic, 
dynamic and full of harmonics crunch. With humbuckers you can reach high satura�on 
levels and, interac�ng with gain and tone control on your guitar, you can switch from 
Blues to Rock to Heavy Rock.
The Good Devil works as a real tube amp: with maximum gain control, you can manage 
the amount of satura�on by stroking the strings or by lowering the volume of the 
guitar, without losing focus on the mid frequencies.
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The "Blade" bu�on changes a�ack and compression of the note: it almost seems to 
pass from a valve amp rec�fica�on to a solid state one. In conjunc�on with a distor�on 
pedal, as the Costalab Bad Angel, the most complex and fast phrases will be simpler 
and more expressive. Used with low gain level, you will be easily able to reproduce the 
typical bri�sh blues of the six�es, obtained by an amp at its maximum volume.
You may use it in front of an amplifier on its overdrive channel to get extremely fluid, 
expressive and harmonic-rich leads.
The circuit is based on an opera�onal system with silent and stability specifica�ons ten 
�mes higher than the standard ones with Mosfet technology.
Like all CostaLab products, this pedal is very quiet, even on extreme se�ngs. This is 
possible as a result of the adjustments made to the en�re circuit and specifically to the 
supply lines which are doubly filtered.
The Good Devil is equipped with a "true bypass" mechanical switch system with gold 
contacts and is fi�ed with an an�-pop system.

SUPPLY
Ba�ery: the pedal is powered by a 9 volt ba�ery type MN1604. The circuit is turned on 
by inser�ng the jack into the Input. To install and/or replace the ba�ery, simply remove 
the fixing screw of the ba�ery cover located on the bo�om of the stomp box. To extend 
the life of the ba�ery, remove the jack from the input when you stop using the pedal. If 
you do not use the ba�ery for a long period of �me, remove it from the pedal. The 
ba�ery is not included.

External power supply: it is possible to power the pedal with an external 9 volt DC 
power supply unit which is connected by means of the classic 2.1 mm DC connector 
with central nega�ve. Current draw is less than 20 mA.
We suggest to use our filtered and stabilized POWER FACTORY power supply or an 
equivalent one. Using a different power supply may generate unwanted noise and, in 
special cases, can damage the product. It is however possible to keep the ba�ery inside 
the pedal even when it is powered by the DC socket, because the external power supply 
system can automa�cally exclude it.

Dimensions: 118x60x34mm excluding knobs and jacks.


